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» FEATURES
Dual Hardware codec
— JPEG2000 : Recording & Playback
— H.264 : Transmission Via network
4 channel DVR 240(200)fps recording capability
8, 16 channel DVR 480(400)fps recording capability

4 channel audio recoding

. . Triplex (Playback / Recording / Network)
Compare the picture quality . wuri Languages oso
IR Remote Controller
VGA output (for LCD Monitor)
Jog-shuttle for convenience search
USB(Device) port for firmware upgrade
USB2.0(Host)/CD-RW/DVD-RW for back up
Easy PTZ camera control by front panel buttons
Remote viewer via network
MOSA'C H.264 compression for high speed transmission

Supports DDONS (Dynamic Domain Name Server)

JPEG2000 DVR Other's DVR Supports Central monitoring system (CMS)

Operate by front panel, mouse and remote controller

» SYSTEM CONFIGURATION

' _ IR remote Mouse
Microphone .»' controller ﬁ
Sensor

— Central monitoring center

‘:.-I 1 ﬁ
".".. I Alarm
I 3 INTERNET
t@’ Client PC Printer
Camera 1~16
;4!,:—:
= & /
UsSB2.0(HOST)/CD-RW/DVD-RW

for backup
RS232

=p

0 Yy ——
' USB Up Grade l

the Firmware

PTZ Camera 1~16 - E
- TFF Monltor'

; Control keyboard
Spot Monitor VGA Monitor TV Monitor “

Speaker












IJPEGZOOO Central Monitoring System

Make System Integration Easily

» FEATURES

DVR site information management and Event notify remotely: motion/alarm/video
status display loss event notification

Allow DNS or DDNS connection Playback remotely: can playback and
User can manage all DVRs by group backup as AVI format, print/save

split screen: 1,4,9,16,36 screens Limits of authority: Set the limits of
Image and show the event list author it for SETUP and PLAYBACK

DVR site group set up supported

Live Display Window

CMS Program Main Icons
Icons for Channel Split Selection

Rotation , Auto Rotation

Image View

Registered Site and Group

Information list box

Connection Status Display and Event
List Display box

PlayBack Display Window

Buttons for Search Event ,
Save Image , Save Avi,
Print , Close Search

Time Selection Bar of Recorded Images
Playback Speed Selection Bar

Recorded Date Display
Start & End Time Display of Recorded Images from a Connected Site

Design and specifications are subject to chang without notice.
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15" TFT LCD Monitor Series

Feature

. A Grade Panel

. 0.297(H) x 0.297(V)mm Pixel Pitch
. 16.7M colors

. Contrast ratio 500{G1

. Brightness 300 (cd/m2)

. OSD function menu

. MPR Il passed

. DDCI & DDC2 plug & play function
. Full rang Power Supply auto adjusted to accept AC100V~240V 50~60Hz
. FCC, CE, TUV, CUL Approved

Specifications

Viewable size 304,1(H) x 228.1(V) mm
Viewing Angle 140°/ 140° (Typ.)
Pixel pitch 0.297(H) x 0.297(V) mm
Backlight 2 CCFL
Resolution 1024 x 768 (SXGA)
Scan Freq Hori-zontal 30~69KHz
Vertical 56~75Hz
Display Color 16.7M Color
Signals Analog RGB signals
Signal Input 15-pin D-Sub, Audio Input x 1
Brightness 300(cd/m2)
Contrast Ratio 500:1
Response Time 12ms
Plug & Play DDC 2B(VESA)
Front Control Button 5 Keypad (Power, Menu/Enter, Up/Right Down/Left, Exit)
OSD Menu Auto Config, Brightness, Contrast, Color-temp, Position, Image quality, Menu
Operation Temperature Operation:5~350C Storage:-20~600C
Speaker 2W x 2 speaker with amplifier
Power Consumption 40W(Max),3W(Stand mode)
Power Management |[Meets VESA® and DPMS™ standards
Power Input 110-240VAC(60/50Hz)
Dimension 400(W) x 385(H) x 150(D)mm
Net Weight(N.W/G.W) Approx 3Kg
Safety FCC, CUL, CE, TUV,




17" TFT LCD Monitor Series

Specifications

Viewable size

Feature

. A Grade Panel

. 0.264(H) x 0.264(V)mm Pixel Pitch
. 16.7M colors

. Contrast ratio 500:1

. Brightness 300 /400(cd/m?)

. OSD function menu

. MPR Il passed

. DDCI & DDC2 plug & play function

. FCC, CE, TUV, CUL Approved

. Full rang Power Supply auto adjusted to accept AC100V~240V 50~60Hz

337.9(H) x 270.3(V) mm

Viewing Angle 140°/ 140° (Typ.)
Pixel pitch 0.264(H) x 0.264(V) mm
Backlight 2 CCFL
Resolution 1024 x 768 (SXGA)
Scan Freq Hori'zontal 30~69KHz
Vertical 56~75Hz
Display Color 16.7M Color
Signals Analog RGB signals
Signal Input 15-pin D-Sub, Audio Input x 1
Brightness 400(cd/m?)
Contrast Ratio 500:1
Response Time 8ms

Plug & Play

DDC 2B(VESA)

Front Control Button

5 Keypad (Power, Menu/Enter, Up/Right Down/Left, EXit)

OSD Menu

Auto Config, Brightness, Contrast, Color-temp, Position, Image quality, Menu

Operation Temperature

Operation:5~35°C Storage:-20~60°C

Speaker

2W x 2 speaker with amplifier

Power Consumption

50W(Max),3W(Stand mode)

Power Management

|[Meets VESA® and DPMS™ standards

Power Input

110-240VAC(60/50Hz)

Dimension

390(W) x 365(H) x 200(D)mm

Net Weight(N.W/G.W)

Approx 3.96Kg

Safety

FCC, CUL, CE, TUvV,






